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Notes & Preparation

Please read the following instructions completely before starting the assembly. 
Please check all safety instructions. 
Installation must be done by qualified personnel and sufficient helpers. 
Experience with processing and bonding of solid surface materials is highly recommended. 
Otherwise, the manufacturer accepts no liability. 
Please keep this installation recommendation in mind.

First steps

— Check the product for any damage while removing it from the packaging.
— Check the scope of delivery for completeness.
— The base should be as flat as possible.
— The base must be prepared for the installation of a bathtub
— For the sealing of bathtub to the base, the standards and directives applicable in the 
    respective country must be considered. All guidelines must be completed before installation.
— All work should be done by qualified personnel

Required Tools

— Hot glue gun + glue sticks
— Caulking gun for construction adhesive
— Original adhesive gun from Corian, Himacs, 
    or other material manufacturers

— Glass lifting vacuum suction cup
— Spirit level / leveling laser
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Drain cover Bathtub with ribs

Laminated Plywood

Anti-slip-mat

Pedestal support

Drain set

Preparations for Assembly

— Measuring and positioning the drain set
— The bathroom area must be sealed according to the generally recognized specifi cations 
    of the respective standards
— If necessary, the screed must be recessed according to the size of the drain set
— The drain should be connected and sealed by sanitary specialists

      caution: The temperature of both the room and the material must not fall below 18°C.
      The tub must be acclimatized before installation.

On the following pages you will fi nd a detailed step-by-step recommendation for the
installation of your HASENKOPF bathtub.

A1 - A5 Assembly and installation of the substructure
B1 - B6 Installation and fi tting of the bathtub

      caution: The temperature of both the room and the material must not fall below 18°C.

Scope of delivery (varies, depending on order) 

Integrated shelving niche

Rotary handle

Drain cover made of solid surface material or 
standard drain

Shelf board

Access panel
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A2 - Level the pedestal supports

— Measure
    the drain position

— Position
    the drain assembly

— Have the plumbing
    professionally connected 

by a sanitary specialist 

— Position the pedestal 
    supports under the base
    of the bathtub.

— Keep the material thick-
ness of the laminated 
plywood, anti-slip pads and 
the anti-slip mat in mind.

— Lift briefly and secure 
with elastic polyure-
thane-based adhesive.

A1 - Position the drain assembly

A: Assembly and installation of the substructure
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A4 - Place the base plate

— Use the rotation
    mechanism to level
    the pedestal support
    with a spirit level.

 Caution:
Maintain a 0,5 - 1 cm gap 
between the base and the 
wall.

— Place anti-slip pads on the
    pedestal supports.

— Place the base plate.

— Apply (body) weight to the 
base plate.

A3 - Secure the pedestal supports
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A5 - Check the base plate

B1 - Apply sealing tapes

— Verify the horizontal 
    alignment and, 
    if necessary, make
    corrections using
    the pedestal supports.

 Caution: When using
    diff erent sealing tapes, its
    important to stick to
    the manufacturers 
    instructions and the
    industry standards.

— Process the sealing tape 
according to the required 
sealing standard. This task 
must be done by a

    professional, such as a tiler.

 Caution: When using 
diff erent sealing tapes, its 
important to consider the 
manufacturers instructions 
and the industry standards.

B: Installation and fi tting of the bathtub
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B2 - Place the bathtub

B3 - Connect the drain fitting

— Apply silicone to the base.

— Use glass lifting vacuum 
suction cup to place the 
bathtub onto the base.

— Connection of the drain 
fitting by a professional 
plumbing service.

— If there is indirect LED 
lighting, have the trans-
former connected by 
a professional electric 
service.
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— Check for water tightness.

— Insert the access panel 
and shelf board.

B4 - Check for water tightness

B5 - Insert the access panel
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— Installation of floor and 
wall tiles by a professional 
service.

— Sealing the gab between 
tiles and the bathtub with 
a permanently elastic 
adhesive.

B6 - Floor / wall connection



10 

HASENKOPF Industrie Manufaktur GmbH, Stöcklstraße 1-2, 84561 Mehring, Germany 
T +49 8677 9847-50 — F +49 8677 9847-99  —  anfrage@hasenkopf.de  —  www.hasenkopf.de

For further questions, please contact our specialists by phone or email.

email: anfrage@hasenkopf.de
phone: +49 8677 9847 50

ATTENTION:
All installations and connections must be carried out in accordance with the valid installation 
regulations of the respective country by licensed specialist personnel.
The author accepts no responsibility for the topicality, correctness, completeness or quality of 
the information provided.
Liability claims against the author relating to material or non-material damage caused by the 
use or non-use of the information provided or by the use of incorrect or incomplete informa-
tion are excluded as a matter of principle, insofar as there is no demonstrably intentional or 
grossly negligent fault on the part of the author.
All recommendations are subject to change and non-binding.
The author expressly reserves the right to modify parts of the pages.
The author disclaims any resposibility for the accuracy, completeness or quality of the informa-
tion provided.


